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TECHNICAL 
SPECIFICATIONS



THE LARGEST MANUFACTURER OF INDUSTRIAL 
CLEANING SYSTEMS IN SCANDINAVIA

AQUA CLEAN, a Finnish family company founded in 1993, is the largest manufacturer of 

industrial cleaning systems in Scandinavia and one of the market leaders internationally. 

We also offer a wide range of oil separators and detergents.

Our main industry sectors are the metalworking industry, aerospace, automotive, 

and rail. Typically, our solutions are used in production lines and maintenance 

activities. 

Our head office is located in Espoo, and our factory is in Pori. The majority 

of our business is export, and we are active in Europe, the Middle East, 

and the Far East, as well as in North America.

OUR MISSION

AQUA CLEAN’s mission is to completely address the cleaning challenge 

for the customer in all aspects, including technically, economically, 

and energy-efficiently while minimising the environmental impact.

OUR HISTORY

1993   |   AQUA CLEAN Ltd is founded by Frey Taxell and 

 Sampo Rosenlew Ltd of Finland. 

2004   |  AQUA CLEAN Ltd delivers their first industrial cleaning 

 system to China. Today China is AQUA CLEAN’s largest 

 business area.

2011   |   AQUA CLEAN Ltd acquires the industrial cleaning system 

 business from Sampo Rosenlew Ltd and assumes

  responsibility for the Finnish market with the 

 AQUA CLEAN brand.

2014   |  AQUA CLEAN Ltd starts distribution in the United States 

 becoming active on three continents.

2015   |  AQUA CLEAN Ltd becomes the largest manufacturer of 

 industrial cleaning systems in Scandinavia.
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AQUA CLEAN Compact HD 
AQUA CLEAN Compact HD TECHNICAL SPECIFICATIONS

Unit AS-100HD AS-150HD

Machine	width	A mm 1700 2210

Machine	depth	B mm 1330 1830

Machine	depth	B1 mm 950 1140

Machine	height	C mm 2050 2320

Machine	height	C1 mm 850 910

Machine	height	C2 mm 700 900

Machine	height	C3 mm 2180 2640

Load	Carriage	L	x	W mm 900 1300

Tank	volume l 500 1050

HeaFng	capacity kW 12 24

Pump	flow l/min 250 440

Pump	pressure bar 4 4,5

Pump	motor kW 4 7,5

Max	component	L	x	W mm 900 1300

Max	component	height mm 700 900

Max	component	diameter mm 900 1300

Load	capacity kg 500 700

ConnecFon	power kW 17 25

Unit AS-100PD AS-150PD AS-200LD

Machine	width	A mm 1800 2190 2545

Machine	depth	B mm 1480 1900 2280

Machine	depth	B1 mm 1150 1520 1790

Machine	height	C mm 2070 2300 2320

Machine	height	C1 mm 860 910 910

Machine	height	C2 mm 700 900 900

Machine	height	C3 mm 2890 3380 3390

Load	Carriage	L	x	W mm 900 1300 1600

Tank	volume l 500 1050 1400

HeaGng	capacity kW 12 24 36

Pump	flow l/min 250 440 500

Pump	pressure bar 4 4,5 4,5

Pump	motor kW 4 7,5 7,5

Max	component	L	x	W mm 900 1300 1600

Max	component	height mm 700 900 900

Max	component	diameter mm 900 1300 1800

Load	capacity kg 500 700 1000

ConnecGon	power kW 17 25 37

LD LD

AQUA CLEAN Compact LD TECHNICAL SPECIFICATIONS

AQUA CLEAN Compact LD
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AQUA CLEAN SINGLE
TECHNICAL SPECIFICATIONS

TECHNICAL	SPECIFICATIONS
Unit ACV-1.3-3LD ACV-1.7-3LD ACV-2.0-3LD ACV-2.5-3LD

Machine	width	A mm 2800 3200 3500 4000

Machine	depth	B mm 1690 1990 2290 2790

Machine	depth	B1 mm 1170 1470 1770 2270

Machine	height	C mm 2415 2415 2415 2415

Machine	height	C1 mm 910 910 910 910

Machine	height	C2* mm 900 900 900 900

Machine	height	C3 mm 3390 3390 3390 3390

Load	Carriage	L	x	W mm 1000 1300 1600 2000

Volume,	tank	1 l 520 740 860 1340

Volume,	tank	2 l 390 630 630 960

Volume,	tank	3 l 380 540 630 960

HeaPng	capacity,	tank	1 kW 24 24 36 48

HeaPng	capacity,	tank	2 kW 12 12 12 24

HeaPng	capacity,	tank	3 kW 12 12 24 24

Pump	flow,	stage	1 l/min 370 450 540 650

Pump	flow,	stage	2 l/min 290 370 390 440

Pump	flow,	stage	3 l/min 290 370 390 440

Pump	pressure,	stage	1 bar 4,5 5,5 6 6

Pump	pressure,	stage	2 bar 3 3 3 3

Pump	pressure,	stage	3 bar 3 3 3 3

Pump	motor,	stage	1 kW 5,5 7,5 11 11

Pump	motor,	stage	2 kW 4 4 4 4

Pump	motor,	stage	3 kW 4 4 4 4

Max	component	L	x	W mm 1000	x	1000	 1300	x	1300 1600	x	1600 2000	x	2000

Max	component	height mm 900 900 900 900

Max	component	diameter mm 1100 1500 18000 2300

Load	capacity** kg 800 800 1000 2000

ConnecPon	power kW 55 55 75 100

*)	C2	heights	1200,	1500	and	1800	mm	are	also	available.	The	performance	data	in	the	table	are	based	on	the	C2	height	of	900	mm.

**)	Extra	load	capaciIes	are	also	available.

TECHNICAL	SPECIFICATIONS
Unit ACV-1.3-3LD ACV-1.7-3LD ACV-2.0-3LD ACV-2.5-3LD

Machine	width	A mm 2800 3200 3500 4000

Machine	depth	B mm 1690 1990 2290 2790

Machine	depth	B1 mm 1170 1470 1770 2270

Machine	height	C mm 2415 2415 2415 2415

Machine	height	C1 mm 910 910 910 910

Machine	height	C2* mm 900 900 900 900

Machine	height	C3 mm 3390 3390 3390 3390

Load	Carriage	L	x	W mm 1000 1300 1600 2000

Volume,	tank	1 l 520 740 860 1340

Volume,	tank	2 l 390 630 630 960

Volume,	tank	3 l 380 540 630 960

HeaPng	capacity,	tank	1 kW 24 24 36 48

HeaPng	capacity,	tank	2 kW 12 12 12 24

HeaPng	capacity,	tank	3 kW 12 12 24 24

Pump	flow,	stage	1 l/min 370 450 540 650

Pump	flow,	stage	2 l/min 290 370 390 440

Pump	flow,	stage	3 l/min 290 370 390 440

Pump	pressure,	stage	1 bar 4,5 5,5 6 6

Pump	pressure,	stage	2 bar 3 3 3 3

Pump	pressure,	stage	3 bar 3 3 3 3

Pump	motor,	stage	1 kW 5,5 7,5 11 11

Pump	motor,	stage	2 kW 4 4 4 4

Pump	motor,	stage	3 kW 4 4 4 4

Max	component	L	x	W mm 1000	x	1000	 1300	x	1300 1600	x	1600 2000	x	2000

Max	component	height mm 900 900 900 900

Max	component	diameter mm 1100 1500 18000 2300

Load	capacity** kg 800 800 1000 2000

ConnecPon	power kW 55 55 75 100

*)	C2	heights	1200,	1500	and	1800	mm	are	also	available.	The	performance	data	in	the	table	are	based	on	the	C2	height	of	900	mm.

**)	Extra	load	capaciIes	are	also	available.

Unit ACV-1.3LD ACV-1.7LD ACV-2.0LD ACV-2.5LD ACV-2.9LD

Machine	width	A mm 2250 2650 2950 3470 4300

Machine	depth	B mm 1690 1990 2290 2790 3290

Machine	depth	B1 mm 1170 1470 1770 2270 2780

Machine	height	C mm 2320 2320 2420 2420 2670

Machine	height	C1 mm 910 910 910 910 1090

Machine	height	C2* mm 900 900 900 900 900

Machine	height	C3 mm 3390 3390 3390 3390 3390

Load	Carriage	L	x	W mm 1000 1300 1600 2000 2400

Tank	volume l 900 1250 1550 2100 3100

HeaJng	capacity kW 24 24 36 48 72

Pump	flow l/min 410 490 530 630 720

Pump	pressure bar 6,0 6,0 6,0 6,0 6,5

Pump	motor kW 7,5 11,0 11,0 11,0 15,0

Max	component	L	x	W mm 1000 1300 1600 2000 2400

Max	component	height mm 900 900 900 900 900

Max	component	diameter mm 1100 1500 1800 2300 2700

Load	capacity** kg 1000 1000 1000 2000 2000

ConnecJon	power kW 19/25 25 37 49 73

AQUA CLEAN SINGLE
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AQUA CLEAN MULTI 2-STAGE
TECHNICAL SPECIFICATIONS

TECHNICAL	SPECIFICATIONS
Unit ACV-1.3-3LD ACV-1.7-3LD ACV-2.0-3LD ACV-2.5-3LD

Machine	width	A mm 2800 3200 3500 4000

Machine	depth	B mm 1690 1990 2290 2790

Machine	depth	B1 mm 1170 1470 1770 2270

Machine	height	C mm 2415 2415 2415 2415

Machine	height	C1 mm 910 910 910 910

Machine	height	C2* mm 900 900 900 900

Machine	height	C3 mm 3390 3390 3390 3390

Load	Carriage	L	x	W mm 1000 1300 1600 2000

Volume,	tank	1 l 520 740 860 1340

Volume,	tank	2 l 390 630 630 960

Volume,	tank	3 l 380 540 630 960

HeaPng	capacity,	tank	1 kW 24 24 36 48

HeaPng	capacity,	tank	2 kW 12 12 12 24

HeaPng	capacity,	tank	3 kW 12 12 24 24

Pump	flow,	stage	1 l/min 370 450 540 650

Pump	flow,	stage	2 l/min 290 370 390 440

Pump	flow,	stage	3 l/min 290 370 390 440

Pump	pressure,	stage	1 bar 4,5 5,5 6 6

Pump	pressure,	stage	2 bar 3 3 3 3

Pump	pressure,	stage	3 bar 3 3 3 3

Pump	motor,	stage	1 kW 5,5 7,5 11 11

Pump	motor,	stage	2 kW 4 4 4 4

Pump	motor,	stage	3 kW 4 4 4 4

Max	component	L	x	W mm 1000	x	1000	 1300	x	1300 1600	x	1600 2000	x	2000

Max	component	height mm 900 900 900 900

Max	component	diameter mm 1100 1500 18000 2300

Load	capacity** kg 800 800 1000 2000

ConnecPon	power kW 55 55 75 100

*)	C2	heights	1200,	1500	and	1800	mm	are	also	available.	The	performance	data	in	the	table	are	based	on	the	C2	height	of	900	mm.

**)	Extra	load	capaciIes	are	also	available.

TECHNICAL	SPECIFICATIONS
Unit ACV-1.3-3LD ACV-1.7-3LD ACV-2.0-3LD ACV-2.5-3LD

Machine	width	A mm 2800 3200 3500 4000

Machine	depth	B mm 1690 1990 2290 2790

Machine	depth	B1 mm 1170 1470 1770 2270

Machine	height	C mm 2415 2415 2415 2415

Machine	height	C1 mm 910 910 910 910

Machine	height	C2* mm 900 900 900 900

Machine	height	C3 mm 3390 3390 3390 3390

Load	Carriage	L	x	W mm 1000 1300 1600 2000

Volume,	tank	1 l 520 740 860 1340

Volume,	tank	2 l 390 630 630 960

Volume,	tank	3 l 380 540 630 960

HeaPng	capacity,	tank	1 kW 24 24 36 48

HeaPng	capacity,	tank	2 kW 12 12 12 24

HeaPng	capacity,	tank	3 kW 12 12 24 24

Pump	flow,	stage	1 l/min 370 450 540 650

Pump	flow,	stage	2 l/min 290 370 390 440

Pump	flow,	stage	3 l/min 290 370 390 440

Pump	pressure,	stage	1 bar 4,5 5,5 6 6

Pump	pressure,	stage	2 bar 3 3 3 3

Pump	pressure,	stage	3 bar 3 3 3 3

Pump	motor,	stage	1 kW 5,5 7,5 11 11

Pump	motor,	stage	2 kW 4 4 4 4

Pump	motor,	stage	3 kW 4 4 4 4

Max	component	L	x	W mm 1000	x	1000	 1300	x	1300 1600	x	1600 2000	x	2000

Max	component	height mm 900 900 900 900

Max	component	diameter mm 1100 1500 18000 2300

Load	capacity** kg 800 800 1000 2000

ConnecPon	power kW 55 55 75 100

*)	C2	heights	1200,	1500	and	1800	mm	are	also	available.	The	performance	data	in	the	table	are	based	on	the	C2	height	of	900	mm.

**)	Extra	load	capaciIes	are	also	available.

AQUA CLEAN MULTI 2-STAGE
AQUA CLEAN ACV

The device in the picture includes accessories.

Unit ACV-1.3-2LD ACV-1.7-2LD ACV-2.0-2LD ACV-2.5-2LD ACV-2.9-2LD

Machine	width	A mm 2800 3200 3500 4000 4300

Machine	depth	B mm 1690 1990 2290 2790 3320

Machine	depth	B1 mm 1170 1470 1770 2270 2780

Machine	height	C mm 2415 2415 2415 2415 2670

Machine	height	C1 mm 910 910 910 910 1090

Machine	height	C2* mm 900 900 900 900 900

Machine	height	C3 mm 3390 3390 3390 3390 3860

Load	Carriage	L	x	W mm 1000 1300 1600 2000 2400

Volume,	tank	1 l 550 920 1120 1550 2700

Volume,	tank	2 l 450 620 970 1300 2250

HeaIng	capacity,	tank	1 kW 24 24 36 48 72

HeaIng	capacity,	tank	2 kW 12 12 24 36 36

Pump	flow,	stage	1 l/min 410 480 520 660 700

Pump	flow,	stage	2 l/min 310 340 360 450 490

Pump	pressure,	stage	1 bar 6 6 6 6 6,5

Pump	pressure,	stage	2 bar 3 3 3 3 3

Pump	motor,	stage	1 kW 7,5 11 11 11 15

Pump	motor,	stage	2 kW 4 4 4 4 7,5

Max	component	L	x	W mm 1000	x	1000 1300	x	1300 1600	x	1600	 2000	x	2000 2400	x	2400

Max	component	height mm 900 900 900 900 900

Max	component	diameter mm 1100 1500 1800 2300 2700

Load	capacity** kg 1000 1000 1000 2000 2000

ConnecIon	power kW 40 40 65 100 110
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AQUA CLEAN MULTI 3-STAGE

AQUA CLEAN MULTI 3-STAGE
TECHNICAL SPECIFICATIONS

Unit ACV-1.3-3LD ACV-1.7-3LD ACV-2.0-3LD ACV-2.5-3LD ACV-2.9-3LD

Machine	width	A mm 2800 3200 3500 4000 4300

Machine	depth	B mm 1690 1990 2290 2790 3320

Machine	depth	B1 mm 1170 1470 1770 2270 2780

Machine	height	C mm 2415 2415 2415 2415 2670

Machine	height	C1 mm 910 910 910 910 1090

Machine	height	C2* mm 900 900 900 900 900

Machine	height	C3 mm 3390 3390 3390 3390 3860

Load	Carriage	L	x	W mm 1000 1300 1600 2000 2400

Volume,	tank	1 l 500 740 860 1340 2000

Volume,	tank	2 l 400 630 630 960 1600

Volume,	tank	3 l 400 540 630 960 1500

HeaIng	capacity,	tank	1 kW 24 24 36 48 60

HeaIng	capacity,	tank	2 kW 12 12 24 36 36

HeaIng	capacity,	tank	3 kW 12 12 12 24 36

Pump	flow,	stage	1 l/min 410 480 520 660 700

Pump	flow,	stage	2 l/min 310 340 360 450 490

Pump	flow,	stage	3 l/min 340 370 360 450 490

Pump	pressure,	stage	1 bar 6 6 6 6 6,5

Pump	pressure,	stage	2 bar 3 3 3 3 3

Pump	pressure,	stage	3 bar 3 3 3 3 3

Pump	motor,	stage	1 kW 7,5 11 11 11 15

Pump	motor,	stage	2 kW 4 4 4 4 7,5

Pump	motor,	stage	3 kW 4 4 4 4 7,5

Max	component	L	x	W mm 1000	x	1000	 1300	x	1300 1600	x	1600 2000	x	2000 2400	x	2400

Max	component	height mm 900 900 900 900 900

Max	component	diameter mm 1100 1500 1800 2300 2700

Load	capacity** kg 1000 1000 1000 2000 2000

ConnecIon	power kW 55 55 75 100 135
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AQUA CLEAN BRC

AQUA CLEAN BRC HIGH FLOW 
TECHNICAL SPECIFICATIONS

Unit BRC	600-1 BRC	600-2 BRC	600-3 BRC	800-1 BRC	800-2 BRC	800-3

Machine	width	A mm 1500 1850 2750 1500 2450 3650

Machine	depth	B mm 2300 2300 2300 2800 2800 2800

Machine	depth	B1 mm 800 800 800 900 900 900

Machine	height	C mm 2150 2150 2150 2600 2600 2600

Machine	height	C1 mm 950 950 950 1100 1100 1100

Machine	height	C2 mm 320 320 320 520 520 520

Machine	height	C3 mm 2300 2300 2300 2950 2950 2950

Basket	length mm 600 600 600 800 800 800

Basket	width mm 400 400 400 600 600 600

Basket	height mm 300 300 300 500 500 500

Volume,	tank	1 l 800 800 800 1400 1400 1400

Volume,	tank	2 l 	 800 800 	 1400 1400

Volume,	tank	3 l 	 	 800 	 	 1400

HeaCng	capacity,	tank	1 kW 24 24 24 36 36 36

HeaCng	capacity,	tank	2 kW 12 12 24 24

HeaCng	capacity,	tank	3 kW 12 24

Pump	flow,	stage	1 l/min 410 410 410 770 770 770

Pump	flow,	stage	2 l/min 310 310 510 510

Pump	flow,	stage	3 l/min 310 510

Pump	pressure,	stage	1 bar 6 6 6 7 7 7

Pump	pressure,	stage	2 bar 3,5 3,5 4 4

Pump	pressure,	stage	3 bar 3,5 4

Pump	motor,	stage	1 kW 7,5 7,5 7,5 15 15 15

Pump	motor,	stage	2 kW 4 4 5,5 5,5

Pump	motor,	stage	3 kW 4 5,5

Load	capacity kg 150 150 150 300 300 300
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Automatic
Dosing Unit 
DU-2

ACCESSORIES & OPTIONSACCESSORIES & OPTIONS

Oil Separator OSFine Filter
(Pressure Side
of the Pump) FF

Automatic
Refill AT

By-Pass Filter CF

Motor-
Driven
Lower 
Spray
MD-U

Reciprocating
Spray System
RCS (OSC)

Manifold
Cleaning 
MFR

Spray Lance 
with Hose 
Reel SL-1HR

Internal Cleaning 
Unit INV

Motor-Driven Upper 
Spray MD

Automatic
Dosing Unit 
DU-4
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Steam Fan Steam 
Condenser
FX

ACCESSORIES & OPTIONS

Driven 
Load
Carriage 
MC

Load Trolley LT Load Platform LP

T-Conveyor
system TC

TTC Conveyor System

ACCESSORIES & OPTIONS

Driven Load Carriage MCD

Compressed Air Blast TBV

Grease 
Separator GS

SU-200

Drying Unit DC.
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Trough Going Conveyor System Height-adjustable Roller Conveyor

Sliding Door
SD

Drain Pump DP

Manual Cleaning System

 
Place and date: For the issuing office:
Espoo, 16 December 2020 DNV GL - Business Assurance

Keilasatama 5, 02150 Espoo, Finland

 

 

Kimmo Haarala

Management Representative
 

Lack of fulfilment of conditions as set out in the Certification Agreement may render this Certificate invalid.

ACCREDITED UNIT: DNV GL Business Assurance Finland Oy Ab, Keilasatama 5, 02150 Espoo, Finland - TEL: +358 10 292 4200. www.dnvgl.fi/assurance

Certificate no.:
252825-2018-AQ-FIN-FINAS

Initial certification date:
11 January 2018

Valid:
12 January 2021 – 11 January 2024

This is to certify that the management system of

Aqua Clean Oy
Kappelitie 6 B, 02200 Espoo, Finland

and the sites as mentioned in the appendix accompanying this certificate

has been found to conform to the Quality Management System standard:

ISO 9001:2015

This certificate is valid for the following scope:

Manufacture, import, sale and installation and preparation of industrial

washing machines. Leasing and rental of washing machines.

 
Place and date: For the issuing office:
Espoo, 17 December 2020 DNV GL - Business Assurance

Keilasatama 5, 02150 Espoo, Finland

 

 

Kimmo Haarala

Management Representative
 

Lack of fulfilment of conditions as set out in the Certification Agreement may render this Certificate invalid.

ACCREDITED UNIT: DNV GL Business Assurance Finland Oy Ab, Keilasatama 5, 02150 Espoo, Finland - TEL: +358 10 292 4200. www.dnvgl.fi/assurance

Certificate no.:
252824-2018-AE-FIN-FINAS

Initial certification date:
11 January 2018

Valid:
12 January 2021 – 11 January 2024

This is to certify that the management system of

Aqua Clean Oy
Kappelitie 6 B, 02200 Espoo, Finland

and the sites as mentioned in the appendix accompanying this certificate

has been found to conform to the Environmental Management System standard:

ISO 14001:2015

This certificate is valid for the following scope:

Manufacture, import, sale and installation and preparation of industrial

washing machines. Leasing and rental of washing machines.

PORI
ESPOO

CONTACTS  
HEAD OFFICE
Kappelitie 6 B
FI-02200 ESPOO, FINLAND

sales@aquaclean.fi

FACTORY 
Hyväntuulentie 7 
FI-28200 PORI, FINLAND

aftersales@aquaclean.fi
spareparts@aquaclean.fi

www.aquaclean.fi

EXPORT
Frey Taxell +358 40 900 5588
frey.taxell@aquaclean.fi

FINLAND AND 
BALTIC COUNTRIES
Jussi Ollikainen +358 40 084 6306
jussi.ollikainen@aquaclean.fi

Bund Tray

ESPOO

ACCESSORIES & OPTIONS
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AQUA CLEAN
I N D U S T R I A L  C L E A N I N G  S Y S T E M S

Dealer:

2023 rev 1

Kometvej 11
8700 Horsens

Tlf.: 75 61 55 55 
Mail: info@flowconcept.dk

www.flowconcept.dk




